AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT | L Contract ID Code Page 1 Of5

Fi rm Fi xed-Price

2. Amendment/M odification No. 3. Effective Date 4. Requisition/Pur chase Req No. 5. Project No. (If applicable)

0001 2004JUL26 SEE SCHEDULE

6. Issued By Code | W2H09 | 7. Administered By (If other than Item 6) Code

TACOM ROCK | SLAND

AVSTA- LC- CAC-B

CHARLES BUEBE (309) 782- 4947
ROCK | SLAND I L 61299- 7630

EMAI L: BUEBEC@R A. ARW. M L
SCD PAS ADP PT

8. Name And Address Of Contractor (No., Street, City, County, State and Zip Code) 9A. Amendment Of Solicitation No.

W52H09- 04- T- 0419

9B. Dated (See Item 11)

2004JUN22

I:' 10A. Modification Of Contract/Order No.

10B. Dated (See Item 13)

Code | Facility Code

11. THISITEM ONLY APPLIESTO AMENDMENTSOF SOLICITATIONS

The above number ed solicitation is amended as set forth in item 14. The hour and date specified for receipt of Offers

is extended, I:' isnot extended. 2004JUL28
Offers must acknowledge receipt of thisamendment prior to the hour and date specified in the solicitation or asamended by one of the following methods:
(a) By completing items 8 and 15, and returning _2 _si gned  copies of the amendments: (b) By acknowledging receipt of thisamendment on each copy of the
offer submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers. FAILURE OF YOUR
ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERSPRIOR TO THE HOUR AND DATE
SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of thisamendment you desire to change an offer already submitted, such
change may be made by telegram or letter, provided each telegram or letter makesreference to the solicitation and thisamendment, and isreceived prior to the
opening hour and date specified.

12. Accounting And Appropriation Data (If required)

13. THISITEM ONLY APPLIESTO MODIFICATIONS OF CONTRACTSORDERS
It Modifies The Contract/Order No. As Described In Item 14.

A. ThisChange Order is|ssued Pursuant To: The Changes Set Forth In Item 14 AreMadeIn
The Contract/Order No. In Item 10A.

B. The Above Numbered Contract/Order |s Modified To Reflect The Administrative Changes (such as changesin paying office, appropriation data, etc.)
Set Forth In Item 14, Pursuant To The Authority of FAR 43.103(b).

C. This Supplemental Agreement IsEntered Into Pursuant To Authority Of:

Lot

D. Other (Specify type of modification and authority)

E.IMPORTANT: Contractor I:' isnot, I:' isrequired to sign thisdocument and return copiesto the I ssuing Office.

14. Description Of Amendment/M odification (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

SEE SECOND PAGE FOR DESCRI PTI ON

Except as provided herein, all terms and conditions of the document referenced in item 9A or 10A, as her etofor e changed, remains unchanged and in full force
and effect.

15A. Name And Title Of Signer (Typeor print) 16A. Name And Title Of Contracting Officer (Typeor print)
15B. Contractor/Offeror 15C. Date Signed 16B. United States Of America 16C. Date Signed
By / S| GNED/
(Signature of person authorized to sign) (Signature of Contracting Officer)
NSN 7540-01-152-8070 30-105-02 STANDARD FORM 30 (REV. 10-83)

PREVIOUSEDITIONSUNUSABLE Prescribed by GSA FAR (48 CFR) 53.243
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Name of Offeror or Contractor:

SUPPLEMENTAL | NFORVATI ON
The purpose of this Amendnent is to (1) add omitted clauses to the solicitation, and (2) to extend the offor due date, as follows:

(1.) Causes CS7102 and DS6421, contained el sewhere in this Arendnent, are hereby incorporated into the solicitation.

(2.) As aresult of Item(1.) above, and the inaccessability of the Technical Data Package due to the TDP On-line web site being down
from14 to 18 July 2004, the offor due date is hereby extended from 23 July 2004 to 28 July 2004.

*** END OF NARRATIVE A 002 ***
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DESCRI PTI ON/ SPECI FI CATI ONS/ WORK STATEMENT
Status Regulatory Cte Title Dat e
1 ADDED 52.211-4505 AVAI LABLE TECHNI CAL DATA PACKAGE ( TDP) APR/ 2000

TACOM RI
a. The Technical Data Packages (TDPs) for this solicitation is currently accessible on the Internet in the National Stock Number/TDP
colum of the Open Solicitations Wb Page |isting associated with this solicitation (address:
http://aais.ria.arny.ml/aais/Padds web/index.htm). Contractors who are interested in bidding, offering, or quoting on the iten{(s)
bei ng solicited nmust downl oad a copy of the TDP so that they will have access to the TDP in accordance with the solicitation. Hard
copies of the TDP will NOT be provided during the solicitation process. At time of award, the TDP will continue to be accessible on the
Internet on the Award Web Page for an additional 30 days.

(End of C ause)

(Cs7102)

PACKAG NG AND MARKI NG

2 CHANGED 52.211-4503 PACKAG NG REQUI REMENTS ( COMVERCI AL) FEB/ 2004
The preservation, packing, and marking requirenments for the itemidentified above shall be acconplished in accordance with the
performance requirenents defined herein. The follow ng Packagi ng requirenents shall apply:

PRESERVATI ON:  COMMERCI AL

LEVEL OF PACKING  Conmerci al

QUANTITY PER UNI T PACKAGE: 001
1 Packaging - Preservation, packaging, packing, unitization and marking furnished by the supplier shall provide protection for a
m ni mum of one year, provide for nultiple handling, redistributuion and shiprment by any node and neet or exceed the follow ng
requirenments.
1.1 Ceanliness - Items shall be free of dirt and other contam nants which would contribute to the deterioration of the itemor which
woul d require cleaning by the custoner prior to use. Coatings and preservatives applied to the itemfor protection are not considered
cont am nants.

1.2 Preservation - |ltenms susceptible to corrosion of deterioration shall be provided protection by neans of preservative coatings,
vol atile corrosion inhibitors, desiccants, waterproof and/or watervaporproof barriers.
1.3 Cushioning - Itens requiring protection from physical and nechanical damage (e.g., fragile, sensitive, material critical) or which

coul d cause physical damage to other items, shall be protected by w apping, cushioning, pack conpartnentalization, or other nmeans to
mtigate shock and vibration to prevent damage during handling and shipnent.

2 Unit Package. A unit package shall be so designed and constructed that it will contain the contents with no damage to the iten{(s),
and with mniml damage to the unit pack during shipnment and storage in the shipping container, and will allow subsequent handling. The
out ernost conponent of a unit package shall be a container such as a sealed bag, carton or box.

3 Unit Package Quantity. Unless otherw se specified, the unit package quantity shall be one each part, set, assenbly, kit, etc.
4 I nternmedi at e Package - | nternedi ate packaging is required whenever one or nore of the followi ng conditions exists:

a. the quantity is over one (1) gross of the same national stock nunber,
b. use enhances handling and inventorying,
c. the exterior surfaces of the unit pack is a bag of any type, regardless of size,
d. the unit pack is less than 64 cubic inches,
e. the weight of the unit pack is under five (5) pounds and no dinmension is over twelve (12) inches.

Internedi ate containers shall be linmted to a maxi mum of 100 unit packs, a net |oad of 40 pounds, or a maxi numvolunme of 1.5 cubic feet,
whi chever occurs first.

5. Packi ng:

5.1 Unit packages and internedi ate packages not neeting the requirenents for a shipping container shall be packed in shipping
containers. Al shipping containers shall be the npst cost effective and shall be of mininmmcube to contain and protect the itens.

5.2 Shipping Containers - The shipping container (including any necessary bl ocking, bracing, cushioning, or waterproofing) shall conply
with the regulations of the carrier used and shall provide safe delivery to the destination at the lowest tariff cost. The shipping
contai ner shall be capable of multiple handling, stacking at |east ten feet high, and storage under favorable conditions (such as

encl osed facilities) for a mninmmof one year.

6 Uni tization: Shipnents of identical items going to the same destination shall be palletized if they have a total cubic

di spl acenent of 50 cubic feet or nore unless skids or other forklift handling features are included on the containers. Pallet |oads
must be stable, and to the greatest extent possible, provide a level top for ease of stacking. A palletized |oad shall be of a size to
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Name of Offeror or Contractor:

allow for placenment of two |oads high and wide in a conveyance. The weight capacity of the pallet nust be adequate for the load. The
preferred comercial expendable pallet is a 40 x 48 inch, 4-way entry pallet although variations may be pernmitted as dictated by the
characteristics of the itens being unitized. The |oad shall be contained in a manner that will permt safe handling during shipnent and
st or age.

7 Marking:

7.1 Al unit packages, internedi ate packs, exterior shipping containers, and, as applicable, unitized |oads shall be marked in
accordance with ML-STD 129, Revision P, Change Notice 2, Date 10 Feb 04, including bar coding. The contractor is responsible for
application of special markings as discussed in the Mlitary Standard regardl ess of whether specified in the contract or not. Special
mar ki ngs include, but are not limted to, Shelf-life markings, structural nmarkings, and transportation special handling markings. The
marking of pilferable and sensitive materiel will not identify the nature of the materiel.

7.2 Contractors and vendors shall apply identification and address markings with bar codes in accordance with this standard. For

shi pnents noving to overseas |ocations and for nobile deployable units, the in-the-clear address nmust al so include the host country
geogr aphi c address and the APQ FPO address. The MSL will include both linear and 2D bar codes per the standard. The DD Form 250 or the
commer ci al packing list shall have bar coding applied as per Direct Vendor Delivery Shipments in the standard (except for deliveries to
DLA Distribution Depots; e.g., New Cunberland, San Joaquin, Red River, Anniston). Packing lists are required in accordance with the
standard, see paragraph 5. 3.

7.3 Contractor to contractor shipnments shall have the address markings applied to the identification marked side of the exterior

shi pping container or to the unitized |oad markings. The follow ng shall be narked "FROM nane and address of consignor and TO nane and
address of consignee".

7.4. Mlitary Shipping Label. The follow ng website (Conputer Automated Transportati on Tool, CAAT) provides detailed instructions for
downl oading and installing the Mlitary Shipnent Label/lssue Recei pt Docunent (CATT MSL/IRRD) software that will generate a Mlitary
Shi ppi ng Label to include the required Code 39 and 2D(PDF417) bar codes on the label: http://ww. asset-
trak.com catt/msl _irrd/ mslirrdmain. htm This program was devel oped by the Arny and is free to those with governnent contracts. Two
contractors have introduced a version of the MSL software that can be purchased by contractors. Both prograns produce |abels that
appear to be in conpliance with the requirenents of ML-STD-129P. Contractors are M LPAC (http://milpac.con) and Easysoft Corporation

(http://easysoftcorp.conm. Insure that the "ship to" and "mark for" in-the-clear delivery address is conplete including: consignee's
nane, organi zation, departnent nanme, office, building, room street address, city, state, country code, & DODAAC.
8. Hazardous Materials: In addition to the general instructions |isted above;

8.1 Hazardous Materials is defined as a substance, or waste which has been determ ned by the Secretary of Transportation to be capable
of posing an unreasonable risk to health, safety, and property when transported in conmerce and which has been so designated. (This
includes all items listed as hazardous in Titles 29, 40 and 49 CFR and ot her applicable npodal regulations effective at the time of
shi pment .)
8.2 Packaging and narking for hazardous material shall conply with the requirnments for the node of transport and the applicable
performance packagi ng contained in the follow ng docunents:

International Air Transport Association (IATA) Dangerous Goods Regul ations

International Maritinme Dangerous Goods Code (| MXQ

Code of Federal Regulations (CFR) Title 29, Title 40 and Title 49

Joi nt Service Regul ati on AFJVAN24- 204/ TM38- 250/ NAVSUPPUB 505/ MCO P4030. 19/ DLAM 4145.3 (for military air shipnments).

8.3 If the shipnment originates fromoutside the continental United Sates, the shipment shall be prepared in accordance with the United
Nat i ons Recommendati ons on the Transport of Dangerous Goods in a manner acceptable to the Conpetent Authority of the nation of origin
and in accordance with regulations of all applicable carriers.

8.4 A Product Material Safety DAta Sheet (MSDS) is required to be included with every unit pack and internedi ate contai ner and shall be
included with the packing list inside the sealed pouch attached to the outside of the package.

9 Heat Treatnent and Marking of Wod Packaging Materials - Al non-nmanufactured wood used in packaging shall be heat treated to a core
tenperature of 56 degrees Celsius for a minimmof 30 minutes. The box/pallet manufacturer and the nanufacturer of wood used as inner
packagi ng shall be affiliated with an inspection agency accredited by the board of review of the Anerican Lunber Standard Committee.

The box/pal | et manufacturer and the manufacturer of wood used as inner packaging shall ensure tractability to the original source of
heat treatment. Each box/pallet shall be marked to show the confornmance to the International Plant Protection Convention Standard.
Boxes/ pall ets and any wood used as inner packagi ng made of non-manufactured wood shall be heat-treated. The quality mark shall be

pl aced on both ends of the outer packaging, between the end cleats or end battens; on two sides of the pallet. Foreign manufacturers
shal | have the heat treatnment of non-manufactured wood products verified in accordance with their National Plant Protection

Organi zati ons conpliance program

10 Quality Assurance - The contractor is responsible for establishing a quality system Full consideration to exanm nations,
inspections, and tests will be given to ensure the acceptability of the commercial package.

11 SUPPLEMENTAL | NSTRUCTIONS: N A

End of O ause
(Ds6421)
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